UNDER-RUNNING MOTORIZED SATURN ;\{.

END TRUCKS 2 TO 7 5TON OVERHEAD EQUIPMENT,.LLC
CATALOG CAPACITY SPEED MOTORS WHEEL MAX WHEEL MAX
WHEEL
(e} (LBS) (FPM) (2X)  BASE (E) SPAN (DIA) LOAD (z1) (z2)
UMDA4-3560 4,000 35 1/3 HP 60" 35' 41/4" 1,450 7 18" 9" 1" 12 3/4" 4"
UMDA4-3572 4,000 35 1/3 HP 72" 40 41/4" 1,450 7 18" 9" 1" 12 3/4" 4"
UMDA4-5860 4,000 58 1/3 HP 60" 35' 41/4" 1,450 7 18" 9" 1" 12 3/4" 4"
UMDA4-5872 4,000 58 1/3 HP 72" 40' 41/4" 1,450 7 18" 9" 1" 12 3/4" 4"
UMDA4-8760 4,000 87 1/2 HP 60" 35' 41/4" 1,450 7 18" 9" 1" 12 3/4" 4"
UMD4-8772 4,000 87 1/2 HP 72" 40 41/4" 1,450 7" 18" 9" 1" 12 3/4" 4"
UMD6-3560 6,000 35 1/3HP 60" 35' 6" 2,375 7 18 3/4" 9" 1" 12 3/4" 4"
UMDG6-3572 6,000 35 1/3 HP 72" 40 6" 2,375 7" 18 3/4" 9" 1" 12 3/4" 4"
UMD6-6060 6,000 60 1/2 HP 60" 35' 6" 2,375 7 18 3/4" 9" 1" 12 3/4" 4"
UMD6-6072 6,000 60 1/2 HP 72" 40 6" 2,375 7" 18 3/4" 9" 1" 12 3/4" 4"
UMD6-9060 6,000 90 3/4 HP 60" 35' 6" 2,375 7" 18 3/4" 9" 1" 12 3/4" 4"
UMD6-9072 6,000 90 3/4 HP 72" 40 6" 2,375 7 18 3/4" 9" 1" 12 3/4" 4"
UMD10-4072 10,000 40 1/2 HP 72" 40 e 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
UMD10-4090 10,000 40 1/2 HP 90" 50' 7 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
UMD10-6572 10,000 65 3/4 HP 72" 40 7 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
UMD10-6590 10,000 65 3/4 HP 90" 50 7 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
UMD10-10072 10,000 100 1HP 72" 40 7 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
UMD10-10090 10,000 100 1HP 90" 50' 7 3,625 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 43/8"
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UMD15-10090 15,000 100 11/2 HP 90" 50' 7 5,050 73/4" | 197/8" | 91/8" | 11/2" | 133/8" | 47/8"






